
IC‐F7010/F7020  VHF & UHF P25 Digital Tranceivers 

FA‐S81V 136‐150 MHz
FA‐S82V 148‐162 MHz
FA‐S83V 160‐174 MHz
FA‐S81U 380‐430 MHz
FA‐S82U 430‐480 MHz
FA‐S83U  470‐520 MHz

BC‐219  Rapid Charger
BC‐225  Smart Rapid Charger
BC‐123SA Rapid Charger AC Adapter
BC‐214  Six Unit Gang Charger
BC‐157S  AC Adapter for BC‐214

BP‐283

Rechargeable Li‐ion Battery. 2010 mAh (typ), 1910  mAh (min)           IP68

Protection

BP‐284

Rechargeable Li‐ion Battery. 3210 mAh (typ), 3070 mAh (min)          IP68

Protection

MB‐133 Alligator Belt Clip 
MB‐136 Swivel Belt Clip 
MB‐96N Swivel Type Belt Hanger 
MB‐96F Fixed Type Belt Hanger. For use with the MB‐133
MB‐96FL Long Fixed Belt Hanger. For use with the MB‐133
LC‐184 Carrying Case

FA‐S67VC 136‐174 MHz 
FA‐S76UC 380‐520 MHz 

UT‐134 AES/DES Encryption Unit 
UT‐125FIPS AES/DES Encryption Unit (FIPS compliant) 

HS‐94 Earphone‐headset. VS‐4MC is required 
HS‐95 Behind‐the‐Head Headset. VS‐4MC is required  
HS‐97 Throat Microphone. VS‐4MC is required 
VS‐3 Bluetooth Headset 
VS‐4MC PTT Switch Cable. VS‐4MC is required

AD‐118 ACC Adapter. For use with Hirose Plug Accessory 
OPC‐2338 Programming Cable. USB‐14‐Pin Type 
OPC‐1870 Zone Copy Cable. Handheld to Handheld Cable 
OPC‐2362 Zone Copy Cable. Handheld to Mobile Cable 

Encryption Units

Headset &PTT Switch Cable

Other Options and Cables

Antenna

Battery Packs 

Belt Clips, Belt Hangers and Carrying Case 

Cut‐Type Antenna 

Battery Chargers 



CP‐23L Vehicle Charger Cable for use with the BC‐219/BC‐219N
OPC‐515L DC Power Cable for use with the BC‐219/BC‐219N 
OPC‐656 DC Power Cable for use with the BC‐214

HM‐222 Speaker Microphone with 3.5 mm Earphone Jack. IP68 Protection 

FA‐S81VS 136‐150 MHz
FA‐S82VS 148‐162 MHz 
FA‐S83VS 160‐174 MHz 
FA‐S81US 400‐450 MHz
FA‐S82US  450‐490 MHz 

Stubby Antennas 

Power Supply Cable 

Speaker‐ Mircrophone 


